
BUCKET WEAR PROTECTION
for EXCAVATORS and LOADERS



Wear Protection Systems for 

Excavator and Loader Buckets 

Bucket teeth may take the first impact when excavating and loading, but 

critical bucket components will still be exposed to premature wear unless 

you protect them. When installed with a Customized Wear Package, 

your bucket will be more productive and cost efficient. 



Lip shrouds provide excellent wear protection for the bucket’s leading 

edge. They provide complete end to end protection between teeth and 

are engineered to optimize material flow. Customized lip shroud systems 

are available for all wheel loader buckets, LHD loader buckets, dragline 

buckets, face shovel buckets, and hydraulic excavator buckets in weld-on 

and mechanical configuration. 

Weld-on Lip Shroud Mechanical Lip Shroud 

LIP SHROUDS 



Side cutters provide consistent side wall edge protection and increase 

penetration, bucket width and load capacity. They are engineered for 

excavator and loader buckets and come in weld-on and bolt-on design. 

       Bolt-on side cutter      Bolt-on tooth side cutter      Weld-on side cutter 

SIDE CUTTERS 



Wing shrouds protect the bucket upper and lower side walls of excavator 

and loader buckets. Wing shrouds are available in easy bolt-on design, 

and mechanical pin-on for easy installation and removal. 

Bolt-on wing shroud   Mechanical lower wing shroud    Upper wing shroud 

WING SHROUDS 



Heel shrouds protect the outside corner edges from aggressive abrasion 

and premature structural failure. The heel shroud wraps around to protect 

high wear and prolong the life of excavator and loader buckets. Available 

in straight and curved models, as well as easy Weld-on design or 

mechanical pin-on. 

Weld-on heel shroud Mechanical heel shroud 

HEEL SHROUDS 



 

 

 

 

 

 

 

 

 

 

 

 

 

Bolt-on wear runners provide additional armour to the underside of 

buckets. They are designed to fit high wear areas for extra impact and 

abrasion protection. They are mechanically attached to a weld-on base 

for quick and easy installation and changes. Wear runners are an 

effective way to extend bucket life and reduce maintenance costs. 

 

 

 

 

Bolt-on wear runner 

 

 

 

 

 

WEAR RUNNERS 



Chocky bars offer maximum impact and abrasion protection on straight 

and contoured bucket surfaces for loaders, excavators, and dragline 

machines. This extremely hard, bimetallic wear resistant product is a 

combination of high chromium and molybdenum white iron metallurgically 

bonded to a weldable, mild steel backing plate. 

Chocky bar 

CHOCKY BARS 



Wear buttons are like chocky bars, in that they are also bimetallic wear 

parts with a hard chrome white iron layer and mild steel backing for easy 

welding. Wear buttons are available in various sizes and can be placed in 

high wear areas to prevent heavy impact and abrasion. 

Wear button 

WEAR BUTTONS 



Enstruc supply ground engaging tools (GET) and bucket protection parts 

for hydraulic excavator, face shovel, dragline, wheel loader and LHD 

loader buckets. Patented and direct replacement wear parts are available 

for Bradken®, Caterpillar®, Esco®, Hensley®, Hitachi®, Hyundai®, 

Komatsu® Liebherr®, Volvo® and more. 
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